
MVS Express Hardware/Software Requirements 
 
Minimum: 
¾ Pentium II or higher 
¾ 200 MHz or faster 
¾ Internet Explorer 5.5 or higher with Critical Patch Set 2.2  

(Netscape 4.7 or higher would be the minimum requirement; however 
Netscape is not yet supported at this time) 

¾ 64 MB RAM or higher 
¾ 10 GB hard drive (10 MB cache) or more 
¾ 56K dial-up modem with ISP 
¾ Adobe Acrobat 4.0 
¾ Control Panel/Fonts must include OCR True Type Font file (Ocraext.ttf) 
¾ Printer must support OCR True Type Fonts 
¾ Latest version of Java Virtual Machine for Windows Operating Systems 

(Can be downloaded from the Microsoft website) 
 

 
Recommended: 
¾ Pentium III or higher 
¾ 500 MHz or faster 
¾ Internet Explorer 5.5 or higher with Critical Patch Set 2.2  
     (Netscape 6.1 or higher would be recommended; however Netscape is not yet 
     supported at this time) 
¾ 128 MB RAM or higher 
¾ 40 GB hard drive (100 MB cache) or more 
¾ Cable modem or DSL with ISP 
¾ Adobe Acrobat 5.0 
¾ Control Panel/Fonts must include OCR True Type Font file (Ocraext.ttf) 
¾ Printer must support OCR True Type Fonts 
¾ Latest version of Java Virtual Machine for Windows Operating Systems 
     (Can be downloaded from the Microsoft website) 
 
 
Note: 
¾ Carrier and State locations with networks and firewalls must allow IP access 

to www.mvs-e-systems.com (production 208.193.129.145/mvsxpr.htm) 
¾ Carrier and State locations with networks and firewalls must allow IP access 

to test.mvs-e-systems.com (QA 208.193.129.156/mvsxqa.htm – 138.69.12.*) 
¾ Carrier and State locations with networks and firewalls must allow both 

inbound and outbound traffic through Ports 80 & 443 (HTTP), 23 (Telnet), 
1100 & 1101 (Jacada), 515 (TCP/IP printing) and 9000 (Oracle) 

¾ Control Panel/Display/Settings Screen Area setting should be 800 x 600 
pixels 
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